Render Finish

Blockwork

50mm Cavity

Rigid Insulation Board

Blockwork

Plaster

—— Timber Top Plate

Screwed to Floor

B

.

S
) - A N = L R B P = T Pra—

4. 4 4 A Lo < S R - 47T 4 a4 4.

PR .Y - . e 4 4 ST e T . <. I e
v P . ) - . - a - . . [ .
44 a: P . . SRy PTI
A a4 4 "

. ar VER BT
<« T4

a7 % «Precast Concrete e -

: B X : < - 4 3 < .
: ma 1y 7 Floor Slab e
T R Ses oS S 4_- S & .
4ooea - P P 4
e 4. 4 a .y N Lo
8 [><]
by kd y o B YT T A ARG

——Plasterboard on Battens

25mm Airgap
: Formed by Treated
Timber Battens

g e B p I D

Breather Membrane
E500 Foam Sprayed

Between Studs to
g Specified Depth.

Vapour Control Layer

Plasterboard

INTERNAL DRYLINING

(VERTICAL SECTION
INTERMEDIATE
FLOOR BETWEEN
APARTMENTS)

These drawings are the exclusive property of CPl Foam Ltd. Any reproduction
without prior written authority is strictly prohibited. Do not scale drawings. Copyright © 2011

CPi

FOAM LTD

Unit 2c, Charvey Lane Ind Est,
Rathnew, Co. Wicklow,
Ireland.

Tel: 353 (0) 404 66111

info@cpifoam.ie

Issued For:

Approval

™ Internal Drylining of Existing Masonry Wall

- Intermediate Floor Between A|

partments

Scale:

NTS

Drawn by:

PB

Approved by:

KL

Date:

20/06/2011

Project:

CPI Foam Details

Drawing No.

CPI-SD-017

Revision:

/




